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WELCOME TO THE WORLD OF AVK

WARRANTY

AVK INDUSTRIAL PRODUCTS, located in
Valencia, CA, is a member of SPS Fastener
Division Group, a Precision Castparts 
Company. AVK manufactures blind installed
threaded fasteners for transportation and 
general industrial markets worldwide. We 
feature product lines of both unified (INCH) 
and metric fasteners along with numerous 
special designs that meet customer 
application requirements.

At AVK, we are dedicated to…

“IMPROVING THE WAY WE ASSEMBLE THE WORLD™”

BLIND INSTALLED THREADED INSERTS AND STUDS

A blind installed threaded fastener is defined as a fastener with internal or external threads
that can be installed into a panel, tube or other structure from the front side without need to
see or access the backside, or
“blind” side to complete the 
installation. Once installed the 
fastener remains captive to which
a mating component can be
attached using standard hardware.

This engineering manual contains
technical information on all AVK 
standardized product lines 
including sales drawings and 
information on installation tooling.

LIMITED WARRANTY AND EXCLUSIVE REMEDY
AVK Industrial Products division of Avibank Mfg., Inc. – which is a subsidiary of Precision Castparts (“Seller”). Seller warrants that products sold hereunder
conform to industry standards specified herein and will be free from defects in materials and workmanship. THIS WARRANTY IS EXPRESSLY GIVEN IN
LIEU OF ANY AND ALL OTHER EXPRESS OR IMPLIED WARRANTIES, INCLUDING ANY IMPLIED WARRANTY OF MERCHANTABILITY OR FITNESS
FOR A PARTICULAR PURPOSE, AND IN LIEU OF ANY OTHER OBLIGATION ON THE PART OR THE SELLER. Seller will, at its option, repair or replace
free of charge (excluding all shipping and handling costs) any products which have not been subject to misuse, abuse or modification and which in its sole
determination were not manufactured in compliance with the warranty given above.

It is expressly understood that any technical advice furnished by or on behalf of Seller with respect to the use of its goods or services is given without
charge, and Seller assumes no obligations or liability for the advice given or results obtained. All such results being given and accepted is at Buyer’s Risk.

THE REMEDY PROVIDED FOR HEREIN SHALL BE THE EXCLUSIVE REMEDY FOR ANY BREACH OF WARRANTY OR ANY CLAIM ARISING IN ANY
WAY OUT OF THE MANUFACTURE, SALE, OR USE OF THESE PRODUCTS. In no event shall Seller be liable for consequential, incidental or any other
damages of any nature whatsoever except those specifically provided herein for any breach of warranty or any claim arising in any way out of the 
manufacture, sale, or use of these products. No other person is authorized by Seller to give any other warranty, written or oral, pertaining to the products.
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ENGINEERING MANUAL

This engineering manual contains the full AVK product line, application ideas, features and
benefits, sales drawings with dimensions and tolerances, material and finish specifications,
and technical information on the selection and use of all installation tooling.
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CAPABILITIES

ENGINEERING SUPPORT:
AVK’s engineering and 
installation tool support staff
transforms our customers needs
and ideas into robust designs
that have become industry 
standards for innovation 
and reliability.

QUALITY:
Our staff of quality experts are
dedicated to the principles of
ISO/TS16949 and ISO14001.
They are continuously working to
improve an already world class
quality product to even 
higher levels.

MANUFACTURING:
Housed in a 80,000 sq. ft. facility,
AVK utilizes state of the art cold
forming equipment to produce net
shape products at speeds of up to
240 pieces per minute. Secondary 
customized internal thread rolling,
assembly equipment and a “Lean”
manufacturing philosophy help to
produce product that exceeds our
customers expectations from 
quality and delivery.

AVK SALES PROFESSIONALS:
AVK’s sales representatives 
and customer service staff are
dedicated to assist our customers
in providing demonstrations, 
samples, and technical support.
Our global network of Authorized
Distributors assist in these efforts
and provide for our customer’s
logistical product needs.
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